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PERFORMANCE BEFORE IMPLIMANTETION OF TECHNOLOGY

. EXISTING SYSTEM DATA

FOn, GmzE BALLMT LL'.1',X', 4', CHARGTNG W|TH NATURAL LtNtNG /PEBELS

(PEBELS 12OO KG )

Removing natural lining old lining natural lining in ball mill

F..

Month Total Ball mill Charge
ln Month Nos

Loading Of
material/mill

Grinding
Hours Per

Charge / Kwh
consumed per

charse

Motor
H.P.

GLAZE

RECIDUE ON

300#MESH%

MAY2O17 16 600KG 22H/49Kwh 3HP o.25%

JUNE2O17 t2 600KG 22H/49 Kwh 3HP o.30%

JULY2OLT 13 600KG 22H/49 Kwh 3HP o.15%

AUG2OTT T4 600KG 22H/49 Kwh 3HP 0.25%

sEP2017 L4 600KG 22H/49 Kwh 3HP o.30%

ocT20t7 15 SOOKG 22H/49 Kwh 3HP o.30%

NOV2017 15 SOOKG 22H/a9 Kwh 3HP o1s%

DECZOLT 16 600KG 22H/49 Kwh 3HP o.20%

JAN2O18 15 600KG 22H/49 Kwh 3HP o.20%

FEB2O18 13 600KG 22H/a9 Kwh 3HP o.25%

MAR2018 L2 600KG 22H/49Kwh 3HP 0.30%

APR2O18 L4 600KG 22H/a9 Kwh 3HP o.35%

Frs,rfr: *


